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DROPLET IMPINGEMENT CHEMICAL 
REACTORS AND METHODS OF 

PROCESSING FUEL 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application is a divisional application of copending 
U.S. Utility Application entitled "DROPLET IMPINGE-
MENT CHEMICAL REACTORS AND METHODS OF 
PROCESSING FUEL" filed on Nov. 28, 2007 and assigned 
Ser. No. 11/946,079, which claimed priority to a Provisional 
Patent Application No. 60,867,456 entitled "Fuel Imping-
ment Planar-Array-Microreactor" filed Nov. 28, 2006; and 
U.S. Provisional Patent Application Ser. No. 60/968,376, 
entitled "Droplet Impingement Planar-Array-Microreactor" 
filed onAug. 28, 2007, each of which are hereby incorporated 
by reference. 

FEDERAL SPONSORSHIP 

This invention was made with Government support under 
Contract/GrantNo. UG03-0050 NRA 02-OBPR-03, awarded 
by the NASA. The Government has certain rights in this 
invention. 

BACKGROUND 

Small-scale chemical reactors have many potential appli-
cations where compactness, lightweight, and portability are 
required. One example is in the supply of hydrogen for por-
table fuel cells where the transport of compressed hydrogen is 
not practical. Higher energy storage densities are achieved by 
reforming liquid fuels such as methanol and ethanol to hydro-
gen and feeding the fuel cell directly. Using this to power 
electronic devices in the 1-100 W power range such as cell 
phones and laptop computers clearly demands a simple, 
small, and low-weight design to compete with current battery 
technology. Such distributed chemical processing may also 
be advantageous in processing toxic reagents where it may be 
safer to produce smaller amounts on site as they are needed 
rather than producing, transporting, and storing them in large 
quantities. In addition to compactness and portability, heat 
and mass transport limitations become less significant at 
smaller scales, allowing reactions to approach their intrinsic 
rate and for efficient heat transfer between reactor compo-
nents. 

SUMMARY 

Briefly described, embodiments of this disclosure, among 
others, include fuel processors, methods of using fuel proces-
sors, and the like. One exemplary fuel processor, among 
others, includes: a first reservoir configured to store a first 
fluid; a first planar ejector array structure disposed in com-
munication with the first reservoir to generate droplets of the 
first fluid; a first droplet ejection zone for receiving droplets 
ejected from the first planar ejector array structure; and a 
catalyst layer disposed on the opposite side of the first droplet 
ejection zone as the first planar ejector array structure, 
wherein the droplets of the first fluid interact with the catalyst 
layer to form products. 

One exemplary method, among others, includes: providing 
a fuel processor as described herein; ejecting the first fluid 
through the first planar ejector array to form droplets of the 
first fluid; reacting the first fluid at the first catalyst layer to 

2 
form a first set of reaction products, wherein the reaction 
products include H z; and separating H z  from the reaction 
products. 

One exemplary method, among others, includes: providing 
5  a fuel processor as described herein; ejecting the first fluid 

through the first planar ejector array to form droplets of the 
first fluid; reacting the first fluid at the first catalyst layer to 
form a first set of reaction products, wherein the reaction 
products include H 2 ; dynamically changing and matching the 

10 rate of the droplet ejection from the first planar ejector array 
to a time scale of one or more of the transport, reaction, and 
separation processes; and separating H z  from the reaction 
products. 

Other apparatuses, systems, methods, features, and advan- 
15  tages of this disclosure will be or become apparent to one with 

skill in the art upon examination of the following drawings 
and detailed description. It is intended that all such additional 
apparatuses, systems, methods, features, and advantages be 
included within this description, be within the scope of this 

20 disclosure, and be protected by the accompanying claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Further aspects of the present disclosure will be more 
25 readily appreciated upon review of the detailed description of 

its various embodiments, described below, when taken in 
conjunction with the accompanying drawings. 

FIG.1 is an illustration of main components of an embodi-
ment of a fuel processor. 

30 	FIG. 2 is an illustration of a cross-section of another 
embodiment of a fuel processor. 

FIG. 3 is an illustration of a cross-section of another 
embodiment of a fuel processor. 

FIG. 4 is an illustration of a cross-section of another 
35 embodiment of a fuel processor. 

FIG. 5 is an illustration of a cross-section of another 
embodiment of a fuel processor. 

FIG. 6 is an illustration of a cross-section of another 
embodiment of a fuel processor. 

40 	FIG. 7 is an illustration of a cross-section of another 
embodiment of a fuel processor. 

FIG. 8 is an illustration of the droplet evolution in an 
impingement reactor. 

FIGS. 9A and 9B illustrate graphs depicting hydrogen 
45 production results for a droplet impingement reactor. FIG. 9A 

is a graph illustrating steam reforming of methanol. FIG. 9B 
illustrates partial oxidation of methanol. 

DETAILED DESCRIPTION 
50 

Embodiments of the present disclosure will employ, unless 
otherwise indicated, techniques of physics, material science, 
chemistry, and the like, which are within the skill of the art. 
Such techniques are explained fully in the literature and will 

55 not be detailed herein. 
The following examples are put forth so as to provide those 

of ordinary skill in the art with a complete disclosure and 
description of how to perform the methods and use the com-
positions and compounds disclosed and claimed herein. 

6o Efforts have been made to ensure accuracy with respect to 
numbers (e.g., amounts, temperature, etc.), but some errors 
and deviations should be accounted for. Unless indicated 
otherwise, parts are parts by weight, temperature is in ° C., 
and pressure is at or near atmospheric. Standard temperature 

65 and pressure are defined as 20° C. and 1 atmosphere. 
Before the embodiments of the present disclosure are 

described in detail, it is to be understood that, unless other- 
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wise indicated, the present disclosure is not limited to par-
ticular materials, reagents, reaction materials, surface coat-
ings, manufacturing processes, dimensions, frequency 
ranges, applications, or the like, as such can vary. It is also to 
be understood that the terminology used herein is for pur-
poses of describing particular embodiments only, and is not 
intended to be limiting. It is also possible in the present 
disclosure that steps can be executed in different sequence, 
where this is logically possible. It is also possible that the 
embodiments of the present disclosure can be applied to 
additional embodiments involving measurements beyond the 
examples described herein, which are not intended to be 
limiting. It is furthermore possible that the embodiments of 
the present disclosure can be combined or integrated with 
other measurement techniques beyond the examples 
described herein, which are not intended to be limiting. 

It should be noted that, as used in the specification and the 
appended claims, the singular forms "a," "an," and "the" 
include plural referents unless the context clearly dictates 
otherwise. Thus, for example, reference to "a support" 
includes a plurality of supports. In this specification and in the 
claims that follow, reference will be made to a number of 
terms that shall be defined to have the following meanings 
unless a contrary intention is apparent. 

Discussion 
Fuel processors and methods of producing hydrogen are 

disclosed. In general, embodiments of the present disclosure 
include a reservoir, a planar ejector array structure, a first 
droplet ejection zone, a first catalyst layer, and optionally a 
product removal zone. The reservoir is configured to store a 
fluid. The planar ejector array structure is disposed in com-
munication with the reservoir configured to generate droplets 
from the fluid. The droplet ejection zone receives droplets 
ejected from the planar ejector array structure. The catalyst 
layer is disposed on the opposite side of the first droplet 
ejection zone as the planar ejector array structure. The drop-
lets of the first fluid interact with the catalyst layer to form one 
or more products (e.g., H 2). The products can be moved or 
transported via the product removal zone. 

Embodiments ofthe present disclosure can have a compact 
and planar design, which makes embodiments of the present 
disclosure suitable for generating hydrogen for a small-scale 
portable fuel cell. In addition, embodiments of the present 
disclosure offer a unique opportunity to integrate tradition-
ally separate components to provide multiple functions in a 
compact package. 

Embodiments of the present disclosure are advantageous 
since it may be desired to atomize the fluid for rapid evapo-
ration, which is advantageous in a combustor or a fuel 
reformer generating hydrogen for a fuel cell. Atomization is 
also beneficial for a gas-liquid reaction where the conversion 
rate would increase significantly with decreasing droplet size. 
Embodiments of the present disclosure are advantageous 
when precise liquid flow rate control is needed for controlling 
the product formation rate, which is generally low in small-
scale reactors. Producing an atomized liquid feed withprecise 
flow rate control is thus important in certain small-scale reac-
tor applications. 

Embodiments of the present disclosure can be used to 
produce products such as hydrogen (H 2) from a fluid. The 
fluid can be liquids such as, but not limited to, water, metha-
nol, ethanol, gasoline, diesel, and combinations thereof. The 
products that embodiments of the present disclosure are able 
to generate include, but are not limited to, hydrogen (H z), 
water, carbon dioxide, carbon monoxide, hydrocarbons, and 
combinations thereof. 

4 
Embodiments of the fuel processor can operate under dif-

ferent conditions depending upon the fluid, the catalyst, the 
products, and the type of reaction. The types of reactions can 
include, but are not limited to, a steam reforming reaction, an 

5 oxidation reaction, a partial oxidation reaction, a water-gas 
shift reaction, a decomposition reaction, and combinations 
thereof. For example, if the fluid is methanol, the following 
reaction schemes illustrate the types of reactions that are 
expected to occur. Similar reactions occur for the other hydro- 

io carbon fuels, and other reactions may be possible for other 
fluids listed above. 
CH3OH+H20-3H2 +CO2  AHzg$ =49.5 kJ/mol CH3 OH 
(steam reforming) 
CH3OH+'hO2-2H2+CO2  AHzg$ =-192 kJ/mol CH 3 OH 

15 (partial oxidation) 
CH3OH+2O2-2H20+CO2  AHzg $ =-715 kJ/mol CH3 OH 
(combustion) 
H2O+CO—H2 +CO2  AH2g$°=-41 kJ/mol CO (water-gas 
shift) 

20 CH3OH-2H2 +CO AH21$0=91  kJ/mol CH3 OH (decomposi-
tion) 

There are considerations that must be weighed in deciding 
the specific reaction pathway taken in obtaining the desired 
products from a given fluid. In this regard, using the partial 

25 oxidation reaction may be useful since it produces hydrogen, 
it is fast, and heat is produced that can be used to drive the 
steam reforming reaction. Alternatively, combustion pro-
duces even more heat per unit of fuel used, but yields no 
hydrogen. In still another alternative, using only steam 

3o reforming yields the maximum amount of hydrogen per unit 
of fuel, but requires an external heat input. Thus, the fuel 
processor can operate under different conditions using one or 
a combination of reaction types. 

FIG.1 is an illustration of main components of an embodi- 
35 ment of a fuel processor 20. The fuel processor 20 includes, 

but is not limited to, a planar ejector array structure 22, a 
reservoir 32, a first droplet ejection zone 64, a first catalyst 
layer 66, and a product removal zone 68. A fluid (e.g., metha-
nol) can be disposed in the reservoir 32 and in the planar 

40 ejector array structure 22. The fluid can be forced fluid out of 
the planar ejector array structure 22 producing droplets. The 
droplets impinge upon the first catalyst layer 66 and react to 
produce products. The remaining reactants and products can 
move into the product removal zone 68 to be transferred to 

45 another portion of the fuel processor 20 or out of the fuel 
processor 20. 

The fluid can be atomized and made into droplets using a 
planar ejector array structure 22 that employs an atomization 
system such as, but not limited to, air-assisted atomization, 

50 pressure-swirl atomization, ink jet atomization, thermal 
bubble atomization, ultrasonically driven atomization, and 
combinations thereof. 

One particular embodiment that enables low power input 
atomization is resonant, ultrasonically driven atomization 

55 which operates by providing an AC electrical signal to the 
actuator (piezoelectric transducer) with a frequency equal to 
the resonance of the fluid filled cavity (reservoir and set of 
ejector structures). The resonant acoustic wave in the fluid is 
focused by the ejector structure (e.g., pyramidal nozzles), 

60 creating a high pressure gradient at the ejector structure 
nozzle exit, and thus ejecting a droplet at every cycle of the 
acoustic wave. Since the ejector structures can be fabricated 
using micromachining techniques the orifice size is well con- 
trolled, resulting in monodisperse droplet ejection for precise 

65 flow rate control. Additional details regarding ultrasonically 
driven atomization are described in reference to FIGS. 2A-7 
and publications (Meacham, J. M., Ejimofor, C., Kumar, S., 
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Degertekin F. L., and Fedorov, A., 2004, A Micromachined 

	
embodiments of the present disclosure. The disposable 

Ultrasonic Droplet Generator Based on Liquid Horn Struc- 	nozzle system can be removed and replaced with another 
ture", Review of Scientific Instruments, Vol. 75, No. 5, pp. 	disposable nozzle system, which is advantageous in some 
1347-1352; Meacham, J. M., Varady, M., Degertekin F. L., 	single-use applications. 
and Fedorov, A., 2005, "Droplet Formation and Ejection from 5 	Adrop-on-demand ejection can be achievedby modulation 
a Micromachined Ultrasonic Droplet Generator: Visualiza- 	of the actuation signal in the time domain. The actuator 42 
tion and Scaling", Physics of Fluids, Vol. 17, No. 10, pp. 	generating ultrasonic waves can be excited by a finite dura- 
100605-100613; Meacham, J. M., Varady, M., Esposito, D., 	tion signal with a number of sinusoidal cycles (a tone burst) at 
Degertekin, F. L., and Fedorov, A., A Micromachined Ultra- 	the desired frequency. Once a certain energy level is reached 
sonic Atomizer For Liquid Fuels", Atomization and Sprays, io for droplet ejection, during the initial cycles of this signal, the 
18, pp. 163-190 (2008)), each of which is incorporated herein 	standing acoustic wave pattern in the resonant cavity is estab- 
by reference. 	 lished and the energy level is brought up to the ejection 

Air-assisted atomization includes streams of air (or another 	threshold. The number of cycles required to achieve the 
gas) that are used to break up a thin liquid film of a fluid into 	threshold depends on the amplitude of the signal input to the 
droplets and carry them from the surface (See, Development 15 wave generation device and the quality factor of the cavity 
of Micro-Machining Techniques for Air-Assisted Liquid 

	
resonance. After the threshold is reached, one or more drop- 

Atomization, Exp. Therm. Fluid Sci., vol. 20, 11-18, 1999, 	lets 62 can be ejected in a controlled manner by reducing the 
which is incorporated herein by reference). Pressure-swirl 

	
input signal amplitude after the desired number of cycles. 

atomization, which is commonly used in gas turbines, 	This signal can be used repetitively, to eject a large number of 
includes a liquid that flows tangentially into a circular cham-  20 droplets 62. Another useful feature of this operation is to 
ber from the outer edge and exits from a small orifice in the 	reduce the thermal effects of the ejection, since the device can 
center of the chamber as a cone of droplets (See, Microma- 	cool off when the actuator 42 is turned off between consecu- 
chined Silicon Fuel Atomizers for Gas Turbine Engines, 	tive ejections. The ejection speed can also be controlledby the 
Atom. Sprays, vol. 8, pp. 405-418, 1998, which is incorpo- 	amplitude and duration of the input signal applied to the 
rated herein by reference). 	 25 actuator 42. 

The reservoir 32, the first droplet ejection zone 64, the first 
	

The planar ejector array structure 22a can include, but is 
catalyst layer 66, and the product removal zone 68 are dis- 	not limited to, an ej ector nozzle 24 and an ejector structure 26. 
cussed in more detail in reference to FIGS. 2A-7. A specific 

	
In general, the material that the planar ejector array structure 

non-limiting embodiment of the planar ejector array structure 
	

22a is made of has substantially higher acoustic impedance as 
22 is described in FIGS. 2A-7. Although FIGS. 2A-7 refer to 30 compared to the fluid. The planar ejector array structure 22a 
ultrasonically driven atomization, each embodiment 	can be made of materials such as, but not limited to, single 
described in FIGS. 2A-7 could use one or a combination of 

	
crystal silicon (e.g., oriented in the (100), (010), or (001) 

atomization techniques described above. Thus, embodiments 
	

direction), metals (e.g., aluminum, copper, and/or brass), 
of the present disclosure are not limited to the use of ultra- 	plastics, silicon oxide, silicone nitride, and combinations 
sonically driven atomization, but rather embodiments of the 35 thereof. 
present disclosure include the use of other atomization tech- 	The ejector structure 26 can have a shape such as, but not 
niques such as those described herein. The use of ultrasoni- 	limited to, conical, pyramidal, or horn-shaped with different 
cally driven atomization in reference to FIGS. 2A-7 illus- 	cross-sections. In general, the cross-sectional area is decreas- 
trates embodiments of how the fuel processor operates and 

	
ing (e.g., linear, exponential, or some other functional form) 

this operation can be extended to the understanding of how 40 from a base of the ejector nozzle 26 (broadest point adjacent 
other atomization techniques operate in embodiments of the 	the reservoir 32) to the ejector nozzle 24. The cross sections 
fuel processors. 	 can include, but are not limited to, a triangular cross-section 

FIG. 2A is an illustration of a cross-section of an embodi- 	(as depicted in FIG. 2a), and exponentially narrowing. In an 
ment of a fuel processor 20a. The fuel processor 20a includes, 	embodiment, the ejector structure 26 is a pyramidal shape. 
but is not limited to, a planar ejector array structure 22a 45 	The ejector structure 26 has acoustic wave focusing prop- 
including ejector structures 26, a separating layer 28, a res- 	erties in order to establish a highly-localized, pressure maxi- 
ervoir 32, an actuator 42, a first droplet ejection zone 64, a first 	mum substantially close to the ejector nozzle 24. This results 
catalyst layer 66, and a product removal zone 68. A fluid (e.g., 	in a large pressure gradient at the ejector nozzle 24 since there 
methanol) can be disposed in the reservoir 32 and in the 

	
is effectively an acoustic pressure release surface at the ejec- 

planar ejector array structure 22a of ejector structures 26. 50 for nozzle 24. Since the acoustic velocity is related to the 
Upon actuation of the actuator 42, a resonant ultrasonic wave 	pressure gradient through Euler's relation, a significant 
52 can be produced within the reservoir 32 and the fluid (not 	momentum is transferred to the fluid volume close to the 
shown). The resonant ultrasonic wave 52 couples to and 

	
ejector nozzle 24 during each cycle of the acoustic wave in the 

transmits through the fluid and is focused by the ejector 	ejector structure 26. When the energy coupled by the acoustic 
structures 26 to form a pressure gradient 54 within the ejector 55 wave inthe fluidvolume is substantially largerthan therestor- 
structure 26. The high-pressure gradient 54 forces fluid out of 

	
ing energy due to surface tension, viscous friction, and other 

the ejector structure 26 producing droplets 62. The frequency 	sources, the fluid surface is raised from its equilibrium posi- 
of the drive signal applied to the actuator 42 dictates, at least 

	
tion. Furthermore, the frequency of the waves should be such 

in part, the rate at which the droplets 62 are discretely pro- 	that there is enough time for the droplet to break away from 
duced. In other words, the droplets are produced either dis-  60 the surface due to instabilities. 
cretely (e.g., drop-on-demand), or as a continuous jet. 	 The ejector structure 26 has a diameter (at the base) of 

Embodiments of the present disclosure can be used in a 	about 50 micrometers to 5 millimeters, 300 micrometers to 1 
continuous flow online operation and/or in discrete off-line 	millimeter, and 600 micrometers to 900 micrometers. The 
operation. In discrete off-line operation, embodiments of the 

	
distance (height) from the ejector nozzle 24 to the broadest 

present disclosure can include a disposable nozzle system 65 point in the ejector structure 26 is from about 20 micrometers 
(e.g., array of nozzle systems that can include the fluid) that 

	
to 4 millimeters, 200 micrometers to 1 millimeter, and 400 

can be charged with one or more fluids and inserted into 	micrometers to 600 micrometers. 
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The ejector nozzle 24 size and shape effectively determine 
the droplet size and the amount of pressure focusing along 
with the ejector structure 26 geometry (i.e., cavity geometry). 
The ejector nozzle 24 can be formed using various microma-
chining techniques as described below and can have a shape 
such as, but not limited to, circular, elliptic, rectangular, and 
rhombic. The ejector nozzle 24 has a diameter of about 50 
nanometers to 50 micrometers, 200 nanometers to 30 
micrometers, and 1 micrometer to 10 micrometers. 

The planar ejector array structure 22a can include one 
ejector nozzle 24 (not shown), an (one-dimensional) array of 
ejector nozzles 24, or a (two dimensional) matrix of parallel 
arrays of ejector nozzles 24. As shown in FIG. 2A, the ejector 
structure 26 can include one ejector nozzle 24 each or include 
a plurality of ejector nozzles 24 in a single ejector structure 
26. 

The separating layer 28 is disposed between the planar 
ejector array structure 22a and the actuator 46. The separating 
layer 28 can be fabricated of a material such as, but not limited 
to, silicon, metal, rubber, and plastic. The separating layer 28 
is from about 50 micrometers to 5 millimeters in height (i.e., 
the distance from the actuator 42 to the planar ejector array 
structure 22), from about 200 micrometers to 3 millimeters in 
height, and from about 500 micrometers to 1 millimeter in 
height. 

The reservoir 32 is substantially defined by the separating 
layer 28, the planar ejector array structure 22a, and the actua-
tor 42. In general, the reservoir 32 and the ejector structures 
26 include the fluid. The reservoir 32 is an open area con-
nected to the open area of the ejector structures 26 so that fluid 
flows between both areas. In addition, the reservoir 32 can 
also be in fluidic communication (not shown) with microflu-
idic structures capable of flowing fluid into the reservoir 32. 

In general, the dimensions of the reservoir 32 and the 
ejector structure 26 can be selected to excite a cavity reso-
nance in the fuel cell at a desired frequency. The structures 
may have cavity resonances of about 100 kHz to 100 MHz, 
depending, in part, on fluid type and dimensions and cavity 
shape, when excited by the actuator 42. 

The dimensions of the reservoir 32 are about 100 microme-
ters to 4 centimeters in width, about 100 micrometers to 4 
centimeters in length, and about 100 nanometers to 5 centi-
meters in height. In addition, the dimensions of the reservoir 
32 are about 100 micrometers to 2 centimeters inwidth, about 
100 micrometers to 2 centimeters in length, and about 1 
micrometer to 3 millimeters in height. Further, the dimen-
sions of the reservoir 32 are about 200 micrometers to 1 
centimeter in width, about 200 micrometers to 1 centimeter in 
length, and about 100 micrometers to 2 millimeters in height. 

The actuator 42 produces a resonant ultrasonic wave 52 
within the reservoir 32 and fluid. As mentioned above, the 
resonant ultrasonic wave 52 couples to and transmits through 
the liquid and is focused by the ejector structures 26 to form 
a pressure gradient 54 within the ejector structure 26. The 
high-pressure gradient 54 accelerates fluid out of the ejector 
structure 26 to produce droplets. The droplets are produced 
discretely in a drop-on-demand manner. The frequency in 
which the droplets are formed is a function of the drive cycle 
applied to the actuator 42 as well as the fluid, reservoir 32, 
ejector structure 26, and the ejector nozzle 24. 

An alternating voltage is applied (not shown) to the actua-
tor 42 to cause the actuator 42 to produce the resonant ultra-
sonic wave 52. The actuator 42 can operate at about 100 kHz 
to 100 MHz, about 500 kHz to 15 MHz, and about 800 kHz to 
5 MHz. A direct current (DC) bias voltage can also be applied 
to the actuator 42 in addition to the alternating voltage. In 
embodiments where the actuator 42 is piezoelectric, this bias 

8 
voltage can be used to prevent depolarization of the actuator 
42 and also to generate an optimum ambient pressure in the 
reservoir 32. In embodiments where the actuator 42 is elec-
trostatic, the bias voltage is needed for efficient and linear 

5  operation of the actuator 42. Operation of the actuator 42 is 
optimized within these frequency ranges in order to match the 
cavity resonances, and depends on the dimensions of and the 
materials used for fabrication of the reservoirs 32 and the 

10 
planar ejector array structure 22a as well the acoustic prop-
erties of the fluids inside the ejector. 

In addition to generation of acoustic pressure waves for 
droplet ejection, the actuator can provide a pumping action to 
supply fluid from an external environment into the reservoir 

15  32 and the ejector structure 26. 
The actuator 42 can include, but is not limited to, a piezo-

electric actuator and a capacitive actuator. The piezoelectric 
actuator and the capacitive actuator are described in X. C. Jin, 
I. Ladabaum, F. L. Degertekin, S. Calmes and B. T. Khuri- 

20 Yakub, "Fabrication and Characterization of Surface Micro-
machined Capacitive Ultrasonic Immersion Transducers", 
IEEE/ASME Journal of Microelectromechanical Systems, 8, 
pp. 100-114,1999 and Meacham, J. M., Ejimofor, C., Kumar, 
S., Degertekin F. L., and Fedorov, A., A Micromachined 

25 Ultrasonic Droplet Generator Based on Liquid Horn Struc-
ture", Rev. Sci. Instrum., 75 (5), 1347-1352 (2004), which are 
incorporated herein by reference. 

The dimensions of the actuator 42 depend on the type of 
actuator used. For embodiments where the actuator 42 is a 

30 piezoelectric actuator, the thickness of the actuator 42 is 
determined, at least in part, by the frequency of operation and 
the type of the piezoelectric material. The thickness of the 
piezoelectric actuator is chosen such that the thickness of the 
actuator 42 is about half the wavelength of longitudinal waves 

35 in the piezoelectric material at the frequency of operation. 
Therefore, in case of a piezoelectric actuator, the dimensions 
of the actuator 42 are about 100 micrometers to 4 centimeters 
in width, about 10 micrometers to 1 centimeter in thickness, 
and about 100 micrometers to 4 centimeters in length. In 

4o addition, the dimensions of the actuator 42 are about 100 
micrometers to 2 centimeters in width, about 10 micrometers 
to 5 millimeters in thickness, and about 100 micrometers to 2 
centimeters in length. Further, the dimensions of the actuator 
42 are about 100 micrometers to 1 centimeter in width, about 

45 10 micrometers to 2 millimeters in thickness, and about 100 
micrometers to 1 centimeter in length. 

In embodiments where the actuator 42 is an electrostatic 
actuator, the actuator 42 is built on a wafer made of silicon, 
glass, quartz, or other substrates suitable for microfabrica- 

50 tion, where these substrates determine the overall thickness of 
the actuator 42. Therefore, in case of a microfabricated elec-
trostatic actuator, the dimensions of the actuator 42 are about 
100 micrometers to 4 centimeters in width, about 10 
micrometers to 2 millimeter in thickness, and about 100 

55 micrometers to 4 centimeters in length. In addition, the 
dimensions of the actuator 42 are about 100 micrometers to 2 
centimeters in width, about 10 micrometers to 1 millimeter in 
thickness, and about 100 micrometers to 2 centimeters in 
length. Further, the dimensions of the actuator 42 are about 

60 100 micrometers to 1 centimeter in width, about 10 microme-
ters to 600 micrometers in thickness, and about 100 microme-
ters to 1 centimeter in length. The first droplet ejection zone 
64 is an area adjacent the planar ejector array structure 22a 
and the ejector structures 26. The first droplet ejection zone 64 

65 is capable of receiving the droplets 64 from the ejector struc-
tures 26. The first droplet ejection zone 64 can be a closed-in 
area or have the capacity to flow gas into and/or out of the first 
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droplet ejection zone 64. In an embodiment, a gas (e.g., air, 	10 centimeters, about 3 centimeters to 6 centimeters. The 

02, CH4, and the like) could be flowed into the first droplet 
	

height or thickness of the first catalyst layer 66 depends 
ejection zone 64. 	 greatly on the kinetics of the particular reaction occurring and 

The first droplet ejection zone 64 has a length and width 
	

the desired throughput and is about 100 micrometers to 5 
similar to that of the ejector structure 26 and the catalyst layer 5 centimeters, about 500 micrometers to 2 centimeters, and 
66. In this regard, the length or diameter of the first droplet 	about 1 millimeter to 5 millimeters. 
ejection zone is about 1 millimeter to 50 centimeters, about 1 

	
The product removal zone 68 is in gaseous communication 

centimeter to 10 centimeters, and about 3 centimeters to 6 
	

(e.g., one or more gases flow from the first catalyst layer 66 to 
centimeters. The height (from the ejector structure 26 to the 	the product removal zone 68) with the first catalyst layer 66 
first catalyst layer 66) of the first droplet ejection zone 64 is io and the first droplet ejection zone 64. The reactants, products, 
about 10 micrometers to 5 centimeters, about 100 microme- 	and/or gases present in the first droplet ejection zone 64 can 
ters to 5 millimeters, and about 500 micrometers to 1 milli- 	flow into the product removal zone 68 and be transported out 
meter. The sides of the first droplet ejection zone 64 not bound 

	
of the fuel processor 20a and/or to another portion of the fuel 

by the ejector structure 26 and the first catalyst layer 66 can be 	processor 20a. The product removal zone 68 has a length and 
bound by one or more structures made of materials similar to 15 width similar or greater than that of the ejector structure 26, 
that of the separating layer 28. 	 first droplet ejection zone 64, and the catalyst layer 66. In this 

The first catalyst layer 66 is a boundary to a portion of the 	regard, the length or diameter of the first droplet ejection zone 
first droplet ejection zone 64 on the side opposite the ejector 

	
is about 1 millimeter to 50 centimeters, about 1 centimeter to 

structure 26. In another embodiment, the position of the first 
	

10 centimeters, about 3 centimeters to 6 centimeters. 
catalyst layer 66 can be changed. The first catalyst layer 66 20 	It should be noted that heat could be provided via a chemi- 
includes one or more catalyst materials. The droplets 62 

	
cal reaction, via heated gas, and/or heating catalyst layers by 

ejected from the ejector structure 26 are directed towards the 	electrical resistance heaters or other methods, and/or other 
first catalyst layer 66. The components of the droplet 62 

	
components of the fuel processor 20a. 

interact (e.g., vaporize and react) with the catalyst material of 
	

FIG. 2B is an illustration of a cross-section of an embodi- 
the first catalyst layer as described herein. 	 25 ment of a fuel processor 20b. The fuel processor 20b includes, 

The catalyst material can be selected based on the first 
	

but is not limited to, an planar ejector array structure 22a 
fluid, the reaction type, and the reaction kinetics of the first 

	
including ejector structures 26, a separating layer 28, a res- 

fluid with the catalyst. For example, in an embodiment for the 	ervoir 32, an actuator 42, a first droplet ejection zone 64, a first 
combustion of a first fluid (e.g., methanol), the catalyst mate- 	catalyst layer 66, and a product removal zone 68. The com- 
rial can be Pt/Al 2O3 . In another embodiment, the reaction is 30 ponents of fuel processor 20b illustrated in FIG. 2B are simi- 
methanol steam reforming so Cu/ZnO/Al 2O3  pellets can be 

	
lar to those described in reference to the fuel processor 20a in 

used as the catalyst material. In another embodiment, two or 
	

FIG. 2A. It should be noted heat could be provided via a 
more catalysts could be used in the first catalyst layer. It 	chemical reaction, via heated gas, and/or heating catalyst 
should also be noted that heat might be needed to initiate 

	
layers, and/or other components of the fuel processor 20b. 

and/or sustain one or more chemical reactions. In this regard, 35 	It should be noted that the first catalyst layer 66 is config- 
heat can be supplied by chemical reactions involving the first 	ured to have non-catalyst areas 66a and catalyst channels 66b. 
fluid, by heating the first catalyst layer 66 or portions thereof, 	The catalyst channels 66b include one or more catalyst mate- 
heat transfer from a portion of the first catalyst layer 66 to 	rials, such as the catalyst materials described in reference to 
another (or between/among catalyst layers when two or more 	the fuel processor 20a illustrated in FIG. 2A. The non-catalyst 
catalyst layers are included in the fuel processor) and/or intro-  4o areas do not include a catalyst material, and may be added to 
ducing heating gas into the first droplet ejection zone 64 or 	modulate thermal properties (e.g., heat capacity) of the first 
electrical resistance heaters. 	 catalyst layer. 

The catalyst material can include an oxidation catalyst, a 
	

FIG. 3 is an illustration of a cross-section of an embodi- 
reforming catalyst, a water-gas shift catalyst, a decomposi- 	ment of a fuel processor 20c. The fuel processor 20c includes 
tion catalyst, a CO preferential oxidation (PROX) catalyst, 45 a first portion 82a and a second portion 82b. Disposed 
and combinations thereof. The oxidation catalyst can include, 	between the first portion 82a and the second portion 82b is the 
but is not limited to, Pt/Al 2O3 , Rh/Ce/Al 2O3, and Cu/ZnO/ 

	
first catalyst layer 66, which is similar to that described in 

Al2O3 . The reforming catalyst can include, but is not limited 
	

reference to FIG. 2B. The first portion 82a and the second 
to, Cu/ZnO/Al 2O31  Pd/Zn/Al 2O3 , Ni/Al2O3, and the like. The 	portion 82b both use the first catalyst layer 66 as will be 
water-gas shift catalyst reduces the amount of carbon mon-  5o described in greater detail herein. The first portion 82a 
oxide in the products and produces additional hydrogen from 

	
includes, but is not limited to, a first planar ejector array 

unreacted carbon dioxide and steam. The water-gas shift cata- 	structure 22a including a first ejector structure 26, a first 
lyst can include, but is not limited to, Cu/ZnO/Al 2O31 	separating layer 28, a first reservoir 32, a first actuator 42, a 
Feuer/Al2O3, and the like. The decomposition catalyst can 

	
first droplet ejection zone 64, and a first catalyst layer 66. The 

include, but is not limited to, Ni/S'0 2  Ni/Al2O3 , and the like. 55 second portion 82b includes, but is not limited to, a second 
The PROX catalyst can include, but is not limited to, Pt Fe/ 

	
planar ejector array structure 22a' including a second ejector 

Al2O3  and Pt--Rh/A'203 - 
	 structures 26', a second separating layer 28', a second reser- 

The catalyst material can be disposed on or integrated 
	

voir 32', a second actuator 42', and a second droplet ejection 
within a material or material support. The material support 	zone 64'. The components described in reference to FIGS. 2A 
can include, but is not limited to, porous ceramic, ceramic 6o and 2B are similar to the same components described in 
foam, metallic mesh, and combinations thereof. The material 

	
reference to FIG. 3. The first portion 82a and the second 

can include, but is not limited to, Al 2O31  steel, aluminum, 	portion 82c can include the same fluid or different fluids. It 
copper, and combinations thereof. 	 should be noted that heat could be provided via a chemical 

The first catalyst layer 66 has a length and width similar to 	reaction, via heated gas, and/or heating catalyst layers, and/or 
that of the ejector structure 26 and the catalyst layer 66. In this 65 other components of the fuel processor 20c. 
regard, the length or diameter of the first droplet ejection zone 

	
As described in reference to FIG. 213, the first catalyst layer 

is about 1 millimeter to 50 centimeters, about 1 centimeter to 
	

66 is configured to have non-catalyst areas 66a and catalyst 
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channels 66b. The catalyst channels 66b include one or more 

	
66. The gas can be delivered to the droplet ejection zone 64 or 

catalyst materials, such as the catalyst materials described in 
	

directly into the catalyst layer 66. The gas can include, but is 
reference to the fuel processor 20a illustrated in FIG. 2A. The 	not limited to, air, 02, water vapor, argon, carbon monoxide, 
non-catalyst areas do not include a catalyst material. It should 

	
methane or other gaseous hydrocarbons, and combinations 

be noted that the first and the second droplet ejection zones 64 5 thereof. In an embodiment, the gas is air, and the fluid is a 
and 64' can be used as product removal zones during the 	methanol and water mix (80%/20% molar mixture). The air 
operation of the fuel processor 20c. 	 and droplets interact with the catalyst material (Cu/ZnO/ 

The fuel processor 20c can operate by generating a first set 
	

Al2O3) and undergo autothermal reforming to generate prod- 
of droplets 62 and a second set of droplets 62'. The fuel 

	
ucts that include at least H 2 . 

processor 20c can be operated so that the first set of droplets 10 	The dimensions of the gas inlet 92 are sufficient to flow gas 
62 and the second set of droplets 62' are not generated at the 

	
into the droplet ejection zone 64. In an illustrative embodi- 

same time, in other words, the fuel processor 20c alternates 	ment, the diameter of the gas inlet 92 is about 50 micrometers 
between generating the first set of droplets 62 and the second 

	
to 5 millimeters and the length of the gas inlet 92 is about 1 

set of droplets 62'. Thus, the droplets interact with the first 	centimeter to 10 centimeters. The gas inlet 92 can be made of 
catalyst layer 66 in the catalyst channels 66b in an alternating 15 materials such as, but not limited to, ceramic, steel, alumi-
manner. It has been demonstrated that reversing the flow with 

	
num, and combinations thereof. 

the appropriately selected frequency can improve reactor 
	

FIG. 5 is an illustration of a cross-section of an embodi- 
throughput, selectivity towards desired products (e.g., H Z), 	ment of a fuel processor 20e. The fuel processor 20e includes, 
and stability of autothermal (without external heating) opera- 	but is not limited to, an planar ejector array structure 22a 
tion, and depends on the particular reaction(s), fluids, and 20 including ejector structures 26, a separating layer 28, a res- 
thermal properties of the catalyst layer. Additional discussion 	ervoir 32, an actuator 42, a first droplet ejection zone 64, a first 
is provided in the following: Ind. Eng. Chem. Res. 44 8323- 	catalyst layer 66, a second catalyst layer 72, and a product 
33; AIChE J. 51 2254-64; AIChE J. 512265-72, each of which 

	
removal zone 68. The components of the fuel processor 20e 

is incorporated herein by reference. 	 illustrated in FIG. 5 are similar to those described in reference 
In another embodiment, the fluid to generate the first set of 25 to the fuel processor 20a in FIG. 2A. It should be noted that 

droplets 62 and the fluid to generate the second set of droplets 
	

heat could be provided via a chemical reaction, via heated 
62' are different. In addition, the droplets can be generated in 	gas, and/or via heating catalyst layers, wall layers, and/or 
such a manner so that the first set of droplets 62 and the second 

	
other components of the fuel processor 20e. 

set of droplets 62' interact with one another in the catalyst 
	

It should be noted that the first catalyst layer 66 is disposed 
channels 66b. In this manner, the two different liquids in 30 on a second catalyst layer 72. The second catalyst layer 72 is 
conjunction with the catalyst material could be used to gen- 	disposed on a wall layer 74. The gas inlet 92 passes through 
erate products. This operation would be useful if two fluid 

	
the first catalyst layer 66, the second catalyst layer 72, and the 

reactants are not miscible, and thus cannot be delivered as a 	wall layer 74. The gas inlet 92 can be used to introduce a gas 
mixture with a single atomizer. Steam reforming of gasoline 	or heated gas to initiate a chemical reaction or be part of the 
is one such example. 	 35 interaction of the droplets 62 with the first catalyst layer 66. 

In another embodiment, each of the ejector nozzles of the 
	

The gas inlet 92 can also supply gas directly to either the first 
first set of ejector structures is configured to eject droplets 	catalyst layer 66, the second catalyst layer 72, or both. 
toward a first of set catalyst channels in the first catalyst layer. 	The catalyst materials to be included in each of the first 
In addition, each of the ejector nozzles of the second set of 

	
catalyst layer 66 and the second catalyst layer 72 can be 

ejector structures is configured to eject droplets toward a 40 selected from those listed herein based on the reaction 
second set of catalyst channels. The first set of catalyst chan- 	intended for the components (e.g., fluid components, injected 
nels is different from the second set of ejector channels. This 	gas components, and reaction products of one or more reac- 
operation would be useful if it is desired to separate different 

	
tions). In an embodiment, the first catalyst layer 66 includes 

reactions in different channels. For example, in the first set of 
	

an oxidation catalyst. The second catalyst layer 72 includes a 
catalyst channels, endothermic steam reforming of methanol 45 reforming catalyst. In this regard, the first catalyst layer 66 
is taking place. In the second set of channels, exothermic 	can include a Pt/Al 2O3  catalyst, while the second catalyst 
oxidation of methanol or hydrogen is taking place to supply 

	
layer 72 includes Cu/ZnO/Al 2O3  pellets. The fluid includes a 

the heat for the steam reforming reaction. In this way it is 
	

80%/20% molar mixture of methanol to water and the gas 
possible to keep the diluting gases associated with the oxida- 	flow is air. Methanol oxidation occurs in the first catalyst layer 
tion reaction from the steam reforming reactants, and also 50 66, which provides heat to the second catalyst layer 72. The 
enable autothermal operation. 	 remaining un-reacted reagents (e.g., methanol and steam are 

FIG. 4 is an illustration of a cross-section of an embodi- 	supplied in excess of what is needed for stoichiometric oxi- 
ment of a fuel processor 20d. The fuel processor 20dincludes, 	dation of methanol by air) flow into second catalyst layer, 
but is not limited to, a planar ejector array structure 22a 	where a reaction occurs to convert these components into 
including ejector structures 26, a separating layer 28, a res-  55 products, including hydrogen, within the second catalyst 
ervoir 32, an actuator 42, a first droplet ejection zone 64, a first 

	
layer by steam reforming. Additional discussion regarding 

catalyst layer 66, and a product removal zone 68. The com- 	multiple catalyst layers are described in reference to FIGS. 6 
ponents of the fuel processor 20d illustrated in FIG. 4 are 	and 7. 
similar to those described in reference to the fuel processor 

	
FIG. 6 is an illustration of a cross-section of an embodi- 

20a in FIG. 2A. It should be noted that heat could be provided 60 ment of a fuel processor 20f. The fuel processor 20fincludes, 
via a chemical reaction, via heated gas, and/or via heating 

	
but is not limited to, an planar ejector array structure 22a 

catalyst layers, wall layers, and/or other components of the 
	

including ejector structures 26, a separating layer 28, a res- 
fuel processor 20d. 	 ervoir 32, an actuator 42, a first droplet ejection zone 64, a 

It should be noted that a gas inlet 92 passes through the first 	plurality of catalyst layers (e.g., first catalyst layer 102a, a 
catalyst layer 66. The gas inlet 92 can be used to introduce a 65 second catalyst layer 102b, and up to an "n" catalyst layer 
gas or heated gas to initiate a chemical reaction or be part of 

	
102n, where "n" can be 3 to 10, for example), a wall layer 

the interaction of the droplets 62 with the first catalyst layer 
	

(e.g., a first wall layer 114a, a second wall layer 114b, and up 
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to an "n" wall layer 114n, where "n" can be 3 to 10, for 	thermophysical properties (thermal conductivity and heat 
example), and a gas inlet 108. The components of the fuel 

	
capacity) to enable desired thermal management. 

processor 20g illustrated in FIG. 5 are similar to those 
	

In general, the ejector structures 26 eject fluid droplets 62 
described in reference to the fuel processor 20a in FIG. 2A. It 

	
into the droplet ejection zone 64. In addition, a gas can be 

should be noted that a plurality of gas inlets could be used to 5 pumped into the droplet ejection zone 64. A reaction can 
introduce one or more gases to the same or different catalyst 	occur in the droplet ejection zone 64 and/or in the first catalyst 
layers. 	 layer 102a. The products and/or the reactants or select prod- 

The catalyst layers (e.g., first catalyst layer 102a, a second 
	

ucts and reactants can flow into the second catalyst layer 102b 
catalyst layer 102b, and up to an "n" catalyst layer 102n) can 	through the wall layer 104a and/or through an opening in the 
each include the same catalyst material or they can include io wall layer 104a. A reaction occurs in the second catalyst layer 
different catalyst material (e.g., each catalyst layer can 

	
102b between/among the remaining components and using 

include a different catalyst material or at least one of the 	the second catalyst material. It should also be noted that gas 
catalyst layers can include a different catalyst material than 

	
inlets could be in gaseous communication with each layer so 

the other catalyst layers). The catalyst layers can have dimen- 	that select gases can be flowed into specific layers. The prod- 
sions similar to those described in reference to FIGS. 2A-5. 15 ucts and/or the reactants or select products and reactants can 

The wall layers (e.g., a first wall layer 114a, a second wall 
	

flow into the n catalyst layer 102n through the wall layer 104b 
layer 114b, and up to an "n" wall layer 114n) can be imper- 	and/or through an opening in the wall layer 104b. A reaction 
meable, semi-permeable, or permeable, to the reactants and/ 

	
occurs in the "n"-th catalyst layer 102n between/among the 

or products in the fuel processor. The wall layers can be the 	remaining components and using the catalyst material. This 
same type of wall layer or different types of wall layers (e.g., 20 process or a similar process (depending on the remaining 
each of the wall layers are different, or at least one wall layer 	components, the catalyst layer, and the wall layer) can occur 
is different than the other wall layers). The wall layers can 	one or more times to produce one or more products. It should 
have dimensions similar to the catalyst layers. The wall layers 

	
be noted that heat could be provided via a chemical reaction, 

can have different thermal conductivity and/or heat capacity 	via heated gas, and/or via heating catalyst layers, wall layers, 
to manage the amount and rate of heat transfer across the 25 and/or other components of the fuel processor 20f. Additional 
walls. 	 details regarding embodiments of the present disclosure are 

The wall layer can be made of low thermal conductivity 
	

described in reference to FIG. 7. 
material to minimize thermal coupling between the zones that 

	
As mentioned above, the catalyst material can include an 

are separated by this wall layer. In the alternative, the wall 
	

oxidative catalyst, a reforming catalyst, a water-gas shift cata- 
layer can be made of high thermal conductivity material to 30 lyst, a decomposition catalyst, a PROX catalyst, and combi- 
maximize thermal coupling between the zones, which are 	nations thereof. The different catalyst layers can be selected 
separated by this wall layer. In addition, the wall layer can be 	to perform different functions, to produce specific products, 
made of low heat capacity material to minimize time lag 	to consume specific products to generate heat, to consume 
between thermal responses (temperature change) in the adja- 	heat and the like. Likewise, the wall layers can be selected to 
cent zones, which are separated by this wall layer. Further-  35 perform different functions such as being semi-permeable to 
more, the wall layer can be made of high heat capacity mate- 	select products or reactants to separate desired products and/ 
rial to maximize the time lag between thermal responses 	or to shift the equilibrium of the subsequent reactions, to a 
(temperature change) in the adjacent zones, which are sepa- 	desired direction and optimize generation of desired prod- 
rated by this wall layer. 	 ucts. Thus, appropriate selection of the catalyst layers and 

The impermeable wall layer prevents or substantially pre-  40 wall layers can optimize the operation of the fuel processor 
vents (e.g., less than 0.1% permeable) the reactants andprod- 	20f and optimize the generation of desired products (e.g., H 2) 

ucts from passing through the wall layer. As noted in FIG. 7, 	and/or reduce the formation of by-products that are harmful 
the impermeable wall layer can include one or more opening 	to the formation of the desired products and/or harmful to the 
to allow the reactants and/products to flow from one catalyst 

	
fuel cell, components of the fuel cell, or the environment (e.g., 

layer to another catalyst layer. The impermeable wall layer 45 CO and HzS). 
can be made of materials such as, but not limited to, steel, 	FIG. 7 is an illustration of a cross-section of an embodi- 
aluminum, copper, and solid ceramic. 	 ment of a fuel processor 20g. The fuel processor 20g includes, 

The permeable wall layer allows the reactants and products 
	

but is not limited to, a planar ejector array structure 22a 
to pass through the wall layer. The permeable wall layer can 

	
including ejector structures 26, a separating layer 28, a res- 

be made of materials such as, but not limited to, ceramic 50 ervoir 32, an actuator 42, a first droplet ejection zone 64, a first 
foam, metallic mesh, packed bed, and other porous media. 	catalyst layer 112, a first wall layer 114, a second catalyst 

The composition of the semi-permeable wall layer depends 
	

layer 118, a second wall layer 122, a gas inlet 124, and a 
upon which reactants and products the user wants to pass 	product exit 126. In addition, the first wall layer 114 includes 
through the wall layer. The semi-permeable wall layer can 	openings 116 for the products and/or reactants to flow from 
include one or more opening to allow the reactants and/ 55 the first catalyst layer 114 to the second catalyst layer 118. 
products to flow from one catalyst layer to another catalyst 

	
The components of the fuel processor 20g illustrated in FIG. 

layer. In an embodiment, two wall layers can be semi-perme- 	7 are similar to those described in reference to the fuel pro- 
able, but are selectively permeable to different reactants and/ 

	
cessor 20a in FIG. 2A and fuel processor 20f in FIG. 6. 

or products. The composition of the semi-permeable wall 
	

In an embodiment, the first catalyst layer 112 can include a 
layer can include, but is not limited to, Pd or 77% Pd/23% Ag 60 Pt/Al2O3  catalyst (combustion catalyst), while the second 
metal alloy membranes, perovskyte ceramic mixed ionic- 	catalyst layer 118 can include a Cu/ZnO/Al 2O3  catalyst (re- 
electronic membranes, polymer or zeolite membranes, and 

	
forming catalyst). The fluid is a methanol/water mixture 

the like. These membranes may be selectively permeable to, 	(80%/20% molar mixture) and the gas is air. Methanol oxi- 
but not limited, hydrogen, oxygen, water vapor, carbon mon- 	dation occurs in the first catalyst layer 112, which provides 
oxide, carbon dioxide, and other chemical species. These 65 heat to the second catalyst layer 118. The remaining un- 
membranes may be composite materials, designed to separate 	reacted reagents (e.g., methanol and steam are supplied in 
more than one chemical species, and also having tailored 

	
excess of what is needed for stoichiometric oxidation of 
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methanol by air) flow into the second catalyst layer 118 
	

splashing and subsequent break up into smaller satellite 

	

through the opening 116 in the first wall layer 114. A reaction 
	

droplets (Physics ofFluids 17 noted above). 

	

occurs to convert these components into products including 	d) The vaporized fuel reactants (R) that come into contact 

	

hydrogen within the second catalyst layer 118 by steam 	with the catalyst are converted to products and the heat 

	

reforming. The remaining products and reactants flow out of 
	

5 	generated by some exothermic reactions may be used for 

	

an exit 126 through the second wall layer 122. In an embodi- 	endothermic reactions, as well as supply heat for the fuel 

	

ment (not shown), the first wall layer 114 is impermeable to 	vaporization and thus make autothermal operation (with 

	

the reactants and products. In another embodiment, the first 	no external heat supply) possible. 

	

wall layer 114 and/or the second wall layer 122 is semi- 	3) In an actual reactor, the droplet evolution does not occur in 
permeable to steam, H z, carbon monoxide, carbon dioxide, 10 isolation, and there will be an array of droplet streams that 
and combinations thereof. 	 could potentially influence performance. 

	

Several processes are involved from the ejection of a drop- 	a) If the distance between adjacent droplet streams is small 

	

let to its interaction with the hot catalyst surface and eventual 	enough, then for high We number impacts, the splashing 

	

conversion to product gases. The diagram shown in FIG. 8 	radius could overlap. Also, vaporization induced flows 

	

depicts the evolution of a droplet in the impingement reactor 	15 	that spread out radially from impact points could inter- 
along with the relevant transport processes. 	 sect. 
1) The first step is transport of the droplet to the catalyst 

	
b) In a single droplet stream, the evolution of one droplet 

	

surface. The time it takes for the droplet to reach the catalyst 	could affect that of subsequent droplets. For example, if 

	

surface from the ejection point, T,,, depends on the initial 
	

the vaporization is slow or the vapor induced repulsive 

	

velocity, the ejector-catalyst distance, the drag force acting on 	20 	force is strong, then droplet collisions could occur. Even 

	

a moving droplet, and droplet evaporation rate. The time 	if full vaporization occurs before the next droplet 

	

between subsequent droplet ejections, T,, is determined by 	impact, the residual vapor flow pattern could influence 

	

the frequency of ejector operation and will affect the interac- 	the next droplet's evolution. 

	

tion of consecutive droplets on the catalyst as discussed 
	

Accounting for all of the phenomena is important to 
below. 	 25 achieving optimum reactor performance for a given set of 
2) Once the droplet comes in close vicinity to the catalyst 	reactants, catalysts, and desired products. For example, it is 

	

layer a number of processes occur simultaneously, all of 
	

important that the droplet impacts the catalyst surface before 
which influence one another. These include: 	 the drag forces and repulsive forces due to vapor generation 

a) Droplet vaporization generates a vapor flow field around 
	

force the droplet away so that most of the reactants contact the 
the droplet, and is affected by the presence of the catalyst 30 first catalyst layer. Smaller droplets have a higher specific 

	

surface such that a force is developed which pushes the 	surface area, so the distance between the atomizer and first 

	

droplet away from the surface. If this force is great 	catalyst layer must be smaller than it would be for bigger 

	

enough, the droplet is supported above the surface by its 	droplets. The exact distance is determined by the droplet 

	

vapor, and this is known as the Leidenfrost regime. If the 	velocity, composition, surrounding gas composition, and 
catalyst surface is very porous, then much of the vapor 35 catalyst temperature. Another important consideration is the 

	

will be able to penetrate into the pores and the force will 
	

droplet feed rate. Feeding the droplets too fast could cause 

	

be reduced. In this case the catalyst surface temperature 	liquid accumulation on the first catalyst surface if the heat 

	

required to support the droplet (Leidenfrost tempera- 	supplied to the catalyst to vaporize the droplets (by reaction, 

	

ture) is much greater than it would be for a solid surface 	electrical heating, etc.) is insufficient. This would lead to 
(International Journal ofHeat and Mass Transfer 35 pp 40 flooding and deactivation of the catalyst. Thus, there is a 

	

2377-88). For small droplets with low velocities (low 	maximum feed rate depending on the particular liquid, drop- 

	

Re), the vapor induced force could be sufficient to push 
	

let size, catalyst structure, and heat input rate. 

	

the droplet far away from the droplet surface before it 
	

It may also be advantageous to operate the reactor in a 

	

fully vaporizes. This is certainly an undesirable regime 	transient mode by dynamically changing and matching the 
for the impingement reactor and should be avoided. 	45 rate of the fuel droplet ejection to the relevant time scales of 

b) Heat transfer from the catalyst surface to the droplet can 	the key transport (evaporation and mixing), reaction and 

	

occur by conduction through the stagnant vapor, con- 	separation processes taking place in the reactor. This can be 

	

vection induced by the flowing vaporized fuel, and 	accomplished, for example, by dynamically changing the 

	

radiation. The relative magnitudes of these can be esti- 	duty cycle of the ejector during the operation to selectively 
mated given surface and droplet temperatures and drop-  50 enhance one or several desired processes mentioned above. 

	

let-surface distance. Heat transfer from hot surface to 	While embodiments of the present disclosure are described 

	

droplet will determine the droplet evaporation rate and 
	

in connection with the Examples and the corresponding text 

	

thus the velocity of the vapor flow around the droplet and 	and figures, there is no intent to limit the disclosure to the 

	

the induced force. A reliable source is required to supply 	embodiments in these descriptions. On the contrary, the intent 
the heat necessary for evaporation. 	 55 is to cover all alternatives, modifications, and equivalents 

c) Droplet deformation upon impact with the surface can 	included within the spirit and scope of embodiments of the 

	

affect the heat transfer and flow field, and thus the evapo- 	present disclosure. 
ration rate (Journal ofFluid Mechanics 573 pp 311-37). 

	

This also influences the interaction of adjacent droplets 
	

EXAMPLE 1 
as discussed below. The degree of droplet deformation is 60 

	

determined by the droplet Weber number (We=2p rV2R/ 
	

The results of representative experiments for steam 

	

a), the ratio of inertial to surface tension forces. For 	reforming and partial oxidation of methanol using the droplet 

	

We<30, surface tension dominates and the droplet does 
	

impingement reactor are shown in FIGS. 9A and 913, showing 

	

not deform, for 30<We<80, the droplet spreads out over 	significant methanol conversion and hydrogen production. 
the surface, then recoils once the inertial energy has been 65 The details of the reactor design can be found in J. Micro- 

	

transferred to the surface tension at the leading edge of 
	

mech. Microeng., 17 (9), S257-S264 (2007), which is incor- 

	

the spread, and at We>80, the inertial force causes 	porated herein by reference. The steam reforming catalyst 
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used was a commercial catalyst (BASF F3-01) including 
CuO/ZnO/Al 2O3  in the form of 1.5 mmx1.5 mm cylindrical 
pellets arranged in a single layer over the atomizer. The oxi-
dation catalyst was a platinum coated stainless steel mesh 
with approximately 25 µm openings, stacked in 4 layers 
above the atomizer. Both catalyst types were placed approxi-
mately 1 cm away from the atomizer surface and were heated 
to —220° C. using electrical resistance heaters before begin-
ning the experiments. The atomizer used in these experiments 
produced multiple streams of 25 M droplets at a frequency of 
900 kHz. The product gases were swept by 150 sccm of argon 
into a Hiden HPR20 quadrupole mass spectrometer for com-
position analysis. Tests were run multiple times for both 
steam reforming and partial oxidation and consistent results 
were observed for each run. The results are as expected with 
more hydrogen produced in steam reforming, but at a lower 
conversion since the reaction is kinetically limited and thus 
proceeds more slowly than the partial oxidation. 

It should be noted that ratios, concentrations, amounts, and 
other numerical data may be expressed herein in a range 
format. It is to be understood that such a range format is used 
for convenience and brevity, and thus, should be interpreted in 
a flexible manner to include not only the numerical values 
explicitly recited as the limits of the range, but also to include 
all the individual numerical values or sub-ranges encom-
passed within that range as if each numerical value and sub-
range is explicitly recited. To illustrate, a concentration range 
of "about 0.1% to about 5%" should be interpreted to include 
not only the explicitly recited concentration of about 0.1 wt % 
to about 5 wt %, but also include individual concentrations 
(e.g., 1%, 2%, 3%, and 4%) and the sub-ranges (e.g., 0.5%, 
1.1%, 2.2%, 3.3%, and 4.4%) within the indicated range. The 
term "about" can include ±1  %, ±2%, ±3%, ±4%, ±5%, ±6%, 
±7%, ±8%, ±9%, or ±10%, or more of the numerical value(s) 
being modified. In addition, the phrase "about `x' to `y 
includes "about `x' to about `y"'. 

Many variations and modifications may be made to the 
above-described embodiments. All such modifications and 
variations are intended to be included herein within the scope 
of this disclosure and protected by the following claims. 

What is claimed is: 
1. A method, comprising: 
providing a fuel processor having: 

• first reservoir configured to store a first fluid; 
• first planar ejector array structure disposed in commu- 

nication with the first reservoir to generate droplets of 
the first fluid; 

• first droplet ejection zone forreceiving droplets ejected 
from the first planar ejector array structure; 

• catalyst layer disposed on an opposite side of the first 
droplet ejection zone as the first planar ejector array 
structure, wherein the droplets of the first fluid inter-
act with the catalyst layer to form products; and 

• product removal zone, wherein the catalyst layer is 
disposed between the droplet ejection zone and the 
product removal zone, wherein the droplets of the first 
fluid interact with the catalyst layer to form products 
that pass through the catalyst layer into the product 
removal zone, 

wherein the firstplanar ejector array structure comprises 
an array of ejector nozzles, wherein the first planar 
ejector array structure and the catalyst layer are in 
parallel planes and face one another, wherein the cata-
lyst layer includes alternating areas of a catalyst area 
and a non-catalyst area, wherein each catalyst area is 
a catalyst channel, wherein each catalyst channel cor-
responds to and is disposed in-line with one of the 

18 
ejector nozzles so the droplets from each ejector 
nozzle contact the corresponding catalyst channel, 
wherein the non-catalyst area is disposed between the 
catalyst channels so that the droplets ejected from 

5  each of the ejector nozzle interacts with a separate 
catalyst channel; 

ejecting the first fluid through the first planar ejector array 
to form droplets of the first fluid; 

reacting the first fluid in the product removal zone to form 
l0 a first set of reaction products, wherein the reaction 

products include H2 ; 

separating Hz  from the reaction products; and 
dynamically changing and matching a rate of the droplet 

15  ejection from the first planar ejector array to a time scale 
of one or more of the transport, reaction, and separation 
processes. 

2. The method of claim 1, further comprising: 
providing a second catalyst layer including a second cata- 

20 lyst, wherein the second catalyst layer is disposed on the 
catalyst layer on the side opposite the droplet ejection 
zone; and 

reacting one or more of the reaction products at the second 
catalyst to generate a second set of reaction products. 

25 3. The method of claim 1, further comprising: 
providing a second catalyst layer including a second cata-

lyst; 
providing a wall layer disposed between the first catalyst 

layer and the second catalyst layer, wherein the wall 
30 layer is selected from a chemical species permeable wall 

layer and a chemical species semi-permeable wall layer, 
wherein the wall layer is permeable to at least one 
chemical species selected from H 2, H2O, CO, CO2  and 
combinations thereof; and 

35 	flowing at least one of the first set of reaction products 
through the wall layer into the second catalyst layer. 

4. The method of claim 3, wherein the first catalyst and the 
second catalyst are selected from an oxidation catalyst, a 
reforming catalyst, a water-gas shift catalyst, a decomposi- 

40 tion catalyst, or a CO preferential oxidation (PROX) catalyst, 
wherein the first catalyst and the second catalyst are not the 
same catalyst material. 

5. The method of claim 1, wherein the fuel processor fur-
ther comprises: a gas inlet that passes through the catalyst 

45 layer and a wall layer disposed on the catalyst layer on the side 
opposite the droplet ejection zone, wherein the gas inlet 
passes through the wall layer; and wherein the method further 
comprises the step of: 

pumping a gas into the droplet ejection zone through the 
50 gas inlet. 

6. The method of claim 5, wherein the fuel processor fur-
ther comprises: a second set of layers including a second 
catalyst layer and a second wall layer, wherein the second 
catalyst layer is disposed on the wall layer, wherein the sec- 

55 and wall layer is disposed on the second catalyst layer, and 
wherein the gas inlet passes through the second catalyst layer 
and the second wall layer. 

7. The method of claim 1, wherein the catalyst layer 
includes a catalyst selected from: an oxidation catalyst, a 

6o reforming catalyst, a water-gas shift catalyst, decomposition 
catalyst, a CO preferential oxidation catalyst, and combina-
tions thereof. 

8. The method of claim 5, wherein the wall layer is selected 
from a chemical species permeable wall layer and a chemical 

65 species semi-permeable wall layer, wherein the wall layer is 
selectively permeable to at least one chemical species 
selected from H 2, H2O, CO, CO2, and a combination thereof. 
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9. A method, comprising: 
providing a fuel processor having: 

a first reservoir configured to store a first fluid; 
a first planar ejector array structure disposed in commu- 

nication with the first reservoir to generate droplets of 
the first fluid; 

a first droplet ejection zone forreceiving droplets ejected 
from the first planar ejector array structure; 

a catalyst layer disposed on an opposite side of the first 
droplet ejection zone as the first planar ejector array 
structure, wherein the droplets of the first fluid inter-
act with the catalyst layer to form products; 

a gas inlet that passes through the catalyst layer and a 
wall layer disposed on the catalyst layer on a side 
opposite the droplet ejection zone, wherein the gas 
inlet passes through the wall layer; and 

a second set of layers including a second catalyst layer 
and a second wall layer, wherein the second catalyst 
layer i s disposed on the wall layer, wherein the second 
wall layeris disposed on the second catalyst layer, and 
wherein the gas inlet passes through the second cata-
lyst layer and the second wall layer; 

pumping a gas into the droplet ejection zone through the 
gas inlet; 

ejecting the first fluid through the first planar ejector array 
to form droplets of the first fluid; 

reacting the first fluid at the first catalyst layer to form a first 
set of reaction products, wherein the reaction products 
include H2 ; 

separating H z  from the reaction products; and 
dynamically changing and matching a rate of the droplet 

ejection from the first planar ejector array to a time scale 
of one or more of the transport, reaction, and separation 
processes. 

10. The method of claim 9, further comprising: 
providing a second catalyst layer including a second cata-

lyst, wherein the second catalyst layer is disposed on the 
catalyst layer on the side opposite the droplet ejection 
zone; and 

reacting one or more of the reaction products at the second 
catalyst to generate a second set of reaction products. 

11. The method of claim 9, further comprising: 
providing a second catalyst layer including a second cata-

lyst; 
providing a wall layer disposed between the first catalyst 

layer and the second catalyst layer, wherein the wall 

20 
layer is selected from a chemical species permeable wall 
layer and a chemical species semi-permeable wall layer, 
wherein the wall layer is permeable to at least one 
chemical species selected from H z, HzO, CO, COz  and 

5 	combinations thereof; and 
flowing at least one of the first set of reaction products 

through the wall layer into the second catalyst layer. 
12. The method of claim 11, wherein the first catalyst and 

the second catalyst are selected from an oxidation catalyst, a 

10 reforming catalyst, a water-gas shift catalyst, a decomposi-
tion catalyst, or a CO preferential oxidation (PROX) catalyst, 
wherein the first catalyst and the second catalyst are not the 
same catalyst material. 

13. The method of claim 9, wherein the first planar ejector 
15  array structure comprises an array of ejector nozzles, wherein 

the first planar ejector array structure and the catalyst layer are 
in parallel planes and face one another, wherein the catalyst 
layer includes alternating areas of a catalyst area and a non-
catalyst area, wherein each catalyst area is a catalyst channel, 

20  wherein each catalyst channel corresponds to and is disposed 
in-line with one of the ejector nozzles so the droplets from 
each ejector nozzle contact the corresponding catalyst chan-
nel, wherein the non-catalyst area is disposed between the 
catalyst channels so that the droplets ejected from each of the 

25 ejector nozzle interacts with a separate catalyst channel, and 
wherein the fuel processor further comprises: 

a product removal zone, wherein the catalyst layer is dis-
posed between the droplet ejection zone and the product 
removal zone, wherein the droplets of the first fluid 

30 interact with the catalyst layer to form products that pass 
through the catalyst layer into the product removal zone; 
and 

reacting the first fluid in the product removal zone to form 
a first set of reaction products. 

35 	14. The method of claim 9, wherein the catalyst layer 
includes a catalyst selected from: an oxidation catalyst, a 
reforming catalyst, a water-gas shift catalyst, decomposition 
catalyst, a CO preferential oxidation catalyst, and combina-
tions thereof. 

40 	15. The method of claim 9, wherein the wall layer is 
selected from a chemical species permeable wall layer and a 
chemical species semi-permeable wall layer, wherein the 
wall layer is selectively permeable to at least one chemical 
species selected from H z, HzO, CO, COz, and a combination 

45  thereof. 
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